
PAGE 1/3 

DYNO CHECKLIST  

 

• YOU ARE RESPONSIBLE for ensuring compliance with every item on this DYNO CHECKLIST.  

• NOTE: There is a $150 re-strapping fee if you arrive for your Tune and the vehicle can't be 

Tuned because it fails this DYNO CHECKLIST. 

• QUESTIONS? RESCHEDULING? Call Wally at 613-293-8103 

 

  Exhaust system  

Exhaust leaks can cause inconsistent tuning, and weak components can come apart during the 

rigours of the dyno test. Repair or replace any problem components - including loose or missing 

hangers. If your exhaust system is leaking, we may NOT be able to tune your vehicle – inspect your 

system carefully for leaks and repair them before your appointment. If you’ve added Exhaust Tips 

to your Tailpipe be sure to WATCH this video before coming in for your appointment. 

 

  Drivetrain  

Is your drivetrain in good condition? Inspect your wheel bearings, driveshaft, suspension, U-joints, 

and CV boots for signs of wear or deterioration. 

  Tires  

Ensure that your tires are in good condition and properly inflated. If you are planning on changing 

rim/tire sizes, inform us in advance of the dyno test. Studded tires are NOT permitted on the Dyno. 

 

https://youtu.be/wJLIVAr3WKY
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  Sensors  

Are any sensors faulty or not working? If yes, replace them in advance of the test. If your check 

engine light stays on, we can usually identify the problem through your ECU; however, certain 

issues may affect the consistency of your tune. Be sure to contact us in advance if you have a 

Check Engine or other warning light on.  

  Cooling system  

Ensure your hoses have not deteriorated, all hose clamps are tight, and that radiator fans are 

working. Dyno testing places a heavy load on your engine, which will get hot. If your radiator 

fans are manually operated, tell the dyno operator in advance.  

 

  Previous tuning  

If your vehicle has been previously tuned, bring a copy of the Base File from the ECU, and ensure 

the computer is not locked. Re-mapping the entire engine from scratch can be more expensive 

than tuning or editing the existing map. 

 

   Electrical wiring  

Ensure that your wiring is properly grounded and protected. dyno testing and custom tuning of 

vehicles go smoother and quicker when all wiring is neat, tidy, properly grounded and protected 

from heat. 

 

  Fuel tank  

Make sure your tank is at least half-full. Fill up with the same octane fuel you routinely use 

for a consistent tune.  
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  Fluid levels  

Check your engine oil, coolant, transmission oil, and gear lubricant levels. If there are any fluid 

leaks, repair them in advance. We do not allow vehicles with fluid leaks into our shop.  

  Engine Modifications  

Call before your appointment if you have changed or upgraded the vehicles:  

a) Fuel Injectors (we are unable to tune vehicles with certain aftermarket fuel injectors),  

b) Camshaft, 

c) Long-Tube Headers, or 

d) Added a powerboost or supercharger. 

 

  Other  

Any other mechanical or electrical issues that may affect the ability of your vehicle to operate 

correctly and safely. Ask if you’re not sure!  

 

  If You Don’t Know - Ask  

We’re here to help and would much rather take the time to answer questions than find an issue 

on the day of your dyno appointment.   

 

QUESTIONS? RESCHEDULING? Call James at 613-293-8103 
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